
8Kide 2016

Cold Rooms

Kide 
universal 
cold room

Express service 
obsessed with speed
Speed at KIDE is an ongoing commitment, speed 
of cold room assembly and, it goes without saying, 
speed of delivery. Our Express Service guarantees 
your UNIVERSAL MODULAR COLD ROOM will be 
manufactured in just 48 hours*. But that’s not all, as 
we can also provide the corresponding refrigeration 
equipment in the same timeframe.

* Leaves factory on the second working day after date of order.

KIDE’S UNIVERSAL MODULAR COLDROOM
represents a new generation in modular coldrooms 
thanks to its many advantages.

/ Fully interchangeable panels
/ Much simpler assembly
/ Easy to extend in any    
 direction
/ More practical to store and   
 transport
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Even quicker and easier 
to assemble
Cold room assembly has been made simpler by unifying 
panel design, making them interchangeable. Any 
panel can be used for a wall or the ceiling, as they all 
incorporate an exclusive system whereby then can be 
assembled in any position.

Assembly is fast thanks to asimple hexagonal key 
supplied with the cold room. A great feature that 
translates into important time and cost savings.

It’s never been easier 
to expand a cold room
With the UNIVERSAL MODULAR COLD ROOM it’s really 
easy to expand the size of a pre-installed cold room in 
both directions.

The UNIVERSAL series is versatility at its very best. A 
minimum amount of panel references provides for a 
maximum number of modular cold rooms.

More compact, even when stored
Another advantage of the UNIVERSAL MODULAR COLD ROOM is that because panel form has been unified it can be 
packaged more compactly, making it easier to transport and manipulate.

And because the number of references has been reduced you can optimize the stock available at your warehouse, 
resulting in important space savings.
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Cold Rooms

Technical specifications
The UNIVERSAL MODULAR COLD ROOM is comprised of prefabricated sandwich type high density injected polyurethane 
foam modular panels, with a range of thicknesses adaptable to different insulation requirements.

/ MÓDULE
400 mm.

/ THICKNESS
60, 80, 100 mm.

/ LENGTH
Maximum length is 3,200 mm

/ JOINT SYSTEM
Off-centre hook with hexagonal key.

/ FINISH
Galvanized steel sheet, white lacquer, with removable 
protection film. Slightly ribbed.

White colour. Food safe quality.

Lacquer: polyester paint, 25 micron. Including primer

According to standard EN 10169.

AVAILABLE TO ORDER: Flat form. Other finishes.

/ INSULATION
Rigid polyurethane foam with no CFC or HCFC.

Density: 40 kg/m3 (+3-0kg/m3)

U-Value:

PANEL 60 = 0.38W/m2 ºC

PANEL 80 = 0.28W/m2 ºC

PANEL 100 = 0.23W/m2 ºC

/ FLOORS
Pedestrian floor- S8

Exclusively for pedestrian use. Interior 1mm thick 
nonslip plastic laminated sheeting.

Reinforced floor- M9 

Reinforced floor ideal for pedestrian and manual 
trolley use. Interior finish reinforced with non-slip 
birch plywood and phenolic resin.

Reinforced superimposed floor

Non-slip 2/4 aluminium steel. 
Non-slip 3/5 galvanized steel.

/ REFRIGERATOR DOOR
Hinged door 0.8m x 1.9m, coupled to a vertical panel.

/ INCLUDED ACCESSORIES ARE
Vertical interior, ceiling and floor SANITARY TRIM on 
all models.

BALANCE VALVE in freezer (100mm panel cold 
rooms).

“U” FLOOR PIECE in FLOORLESS cold rooms.
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/ ASSEMBLY INSTRUCTIONS

1ST STAGE

Assembly the floor panels then, 
fix the corners and adjust the 
covers. The floor should be 
completely flat.

If the cold rooms has no floor, 
the ground of the cold room 
perimeter shall be completely 
levelled width (E+150 mm). Fig A.

1. U PVC profile
2. Screw

3. Nylon plug
4. Polyurethane sealant

2ND STAGE

Fit the corners to the vertical 
panel and follow assembly the 
vertical panel.

5RD STAGE 

Place the last corner and adjust 
the covers.

3RD STAGE 

Finish the assembly of the 
vertical panels, put the upper 
corners.

4RD STAGE 

Assembly the ceiling panels.


